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Jiangyin Huarui Building Plastic Co.,Ltd. 
Jiangyin Huahong International Trade Co.,Ltd 
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Tel:+86-510-86228228 Fax:+86-510-86235118 Mobile:+86-13584177399 

Email: info@hhpvc.com ; swift08@gmail.com http://www.hhpvc.com  

About us: 

 

Jiangyin Huarui Building Plastic Co.,Ltd is a subsidry of Jiangsu Huahong Group, 

located at Jiangyin City,150 KM away from Shanghai , was founded in 1999, with 

assets about 20 million USD.  We are specialized in produce PVC window and door 

profiles., is the largest pvc profiles manufacturer in Jiangsu provence, now we have 21 

high speed UPVC extrusion lines and more than 10 styles of moulds for window and 

doors, fence etc. 

 

  We are also a company certified by ISO9001:2000, CQC, ,AQSIQ etc, about 30% 

of our UPVC products export to other countries, like Veitnam, Thailand, India, 

UAE,Poland, Guatemala, Brazil etc. We offer customer brand and cunstomer products, 

with 8 years OEM experience. 

Jiangyin Huahong International Trade Co.,Ltd also a subsidry of Jiangsu 
Huahong Group, since the year 2004 ,all Jiangsu Huahong Group’s International 
business runed by Jiangyin Huahong International Trade Co.,Ltd. Each subsidry 
company have one person  to manage their international business. This way for 
save human resource and easy to operate. 

Company overview 
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Industrial Park 

 

Product lines 

 Product overview: 



    

    

Feather of products:��������

�	�	�	�	 .UPVC profiles: 
(1).Low cost. The cost of UPVC windows is 20%-40% lower than standard 
Aluminuim windows. 
(2). Heat insulate and enege saving. UPVC iself is the ideal material of head 
insulate, with rubber garnish, seal strip and profile’s muti-chambers design make 
this advantage obverisly.. Compaired with wood window isstalled rooms, UPVC 
double galss window installed rooms saving 30% air condtioner enege.  
(3). Water proof. Our UPVC profiles have independ chambers for outlet rain 
water. There needn’t worry about heavy rain water in the summer. 
(4).Wind proof.  UPVC iself have less strenth than Aluminuim, but the 
chambers of upvc profiles can install reinforcement steel,this makes upvc 
windows have better wind proof than Aluminuim windows. The standard 
reinforcement steel have a thickness from 1.5mm-2mm. 
(5).Sound proof. UPVC widnows with double or trible glazed have wonderful 
sound insulate,is the best sound proof windows till now.  
(6).Weather proof. Test appear that good UPVC windows can last more than 30 
years even under strong UV of tropical area and cold area without fading and 
quality change.  
(7). Fire proof.  Not like wood ,UPVC is hard to brun. 
(8). Maintence free. UPVC windows almost no need to maintence, no rot, no 
fad,easy to clean. 
(9).Attracticve surface. Our UPVC profiles have white, colored, double 
colored , wood imitation color etc. All what you need is tell us the ideal color of 
windows you want install in your lovely rooms. 
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 .UPVC fence: 
(1).Beautiful color with smooth surface; 
(2).Painting and maintenance free; 
(3).High strength and tenacity than wood; 
(4).Easy and fast installation; 



(5).Long using life; 
(6).Environment protection; 
(7).Decrease hurt danger while collision 
(8) Easy to install, need not welding machine or special equipment.. 

 

Certificates: 

 
AQSIQ Certificate 

 
ISO9001:2000 

 

 

 

 

Famous Brand of 

Jiangsu Province 

 

 

 

 

 

Top 100 Brand of 

China 

 

 Product series: ��������

�	�	�	�	 60mm casement series (2.0mm thickness)  

Section drawing Product code Product name KG/M 

 
 
 
PC60K 

 
 
 
Window door 
frames 

 
 
 
0.967 kg/m 

 
 
 
PC60NS 

 
 
 
Window sash 
open inward  

 
 
 
1.042 kg/m 



 

 
 
 
PC60WS 

 
 
 
Window sash 
open outward 

 
 
 
1.142 kg/m 

 

 
 
 
PC60MS 

 
 
 
Door sash 

 
 
 
1.517 kg/m 

 

 
 
PC60MB 

 
 
Door panel 

 
 
0.667 kg/m 

 

 
 
 
PC60SS  

 
 
 
Mosquito sash 

 
 
 
0.45 kg/m 

 

 
 
 
PC60ST 

 
 
 
T mullion 

 
 
 
1.05 kg/m 

 

 
 
 
PC60FST 

 
 
 
Door mullion 

 
 
 
0.642 kg/m 



 

 
 
 
PC60DY 

 
 
 
Single glass 
bead 

 
 
 
0.285 kg/m 

 

 
 
 
PC60SY 

 
 
 
Double glass 
bead 

 
 
 
0.185kg/m 

 

 
 
 
MS60FB 

 
 
 
Door edge 

 
 
 
0.45 kg/m 

 

 

 
 
 
 
PC60ZJ 

 
 
 
 
Square corner 

 
 
 
 
0.74 kg/m 

 

 
 
 
PC60YG 

 
 
Round pipe 
(un-regular 
corner used) 

 
 
 
0.535 kg/m 



 

 
 
 
PC60 PT-1 

 
 
 
Jointer 

 
 
 
0.095 kg/m 

 

 
 
 
PC60PT-2 

 
 
 
Jointer 
 

 
 
 
0.152 kg/m 

  
PC60PG 
 

 
Jointer 
 

 
0.567 kg/m 

 

 
 
PC60YZG 

 
 
Un-regular 
corner 

 
 
0.55 kg/m 

Remark: 
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 60mm casement series (2.7mm thickness)  

Section drawing Product code Product name KG/M  

 

 
 
 
PC60KG 

 
 
 
Frame 

 
 
 
1.15 kg/m 



 

 
 
 
PC60NSG 

 
 
 
Window sash 

(inward)  

 
 
 
1.27 kg/m 

 

 
 
 
 
PC60WMSG 

 
 
 
 
Door sash 
(out-ward) 

 
 
 
 
1.44 kg/m 

 

 
 
 
 
PC60NMSG 

 
 
 
 
Door sash 
(inward) 

 
 
 
 
1.42 kg/m 

 

 
 
 
PC60STG 

 
 
 
T mullion 

 
 
 
1.25 kg/m 



 

 
 
 
 
PC60FSTG 

 
 
 
 
Door mullion 

 
 
 
 
0.68 kg/m 

 

 
 
 
PC60DYG 

 
 
 
Single glass 
bead 

 
 
 
0.26 kg/m 

 

 
 
 
PC60SYG 

 
 
 
Double glass 
bead 

 
 
 
0.2 kg/m 

 

 
 
PC60MB 
(2.0mm thick) 

 
 
Door panel 

 
 
0.667 kg/m 

 

 

 
 
 
PC60FGG 

 
 
 
Square corner 

 
 
 
0.89 kg/m 



 

 
 
 
PC60YGG 

 
 
Round pipe 
(un-regular 
corner used) 

 
 
 
0.56 kg/m 

 

 
 
 
PC60 PTG 

 
 
 
Jointer 

 
 
 
0.23 kg/m 

 

 
 
 
PC60PTG-1 

 
 
 
Jointer 

 
 
 
0.20 kg/m 

 

 
 
PC60PTG-2 

 
 
Jointer 

 
 
0.43 kg/m 

 

 
 
PC60YZJG 

 
 
Un-regular 
corner 

 
 
0.52 kg/m 



 

 
 
 
PC60ZGG 

 
 
 
13���e�F�R�U�Q�H�U 

 
 
 
0.85 kg/m 

Remark: 
 
 

 
 
 
 
 
 
 

��������  62/96mm Sliding series (2.0mm thickness) 
Section drawing Product 

code 

Product name KG/M 

 

 
 
 
TC62K 

 
 
 
Frame 

 
 
 
1.133 kg/m 

 

 
 
 
TC96K 

 
 
 
Frame 

 
 
 
1.512 kg/m 



 

 
 
 
 
TC96SS 

 
 
 
 
Mosquito sash 

 
 
 
 
0.55 kg/m 

 

 
 
 
TC62S 

 
 
 
Sash 

 
 
 
0.95 kg/m 

 

 
 
 
TC62ST 

 
 
 
Mullion 

 
 
 
0.717 kg/m 

 

 

 
 
 
 
TC62GM 

 
 
 
 
Cover 

 
 
 
 
0.363 kg/m 

 
 

 
 
 
TC62FG 

 
 
 
Wind strip 

 
 
 
0.23 kg/m 



 

 
 
 
TC62DY 

 
 
 
Single glazing 
bead 

 
 
 
0.218 kg/m 

 

 
 
 
TC62SY 

 
 
 
Double glazing 
bead 

 
 
 
0.142 kg/m 

Remark: The difference of 62mm sliding and 96mm sliding is 96mm sliding 
series have a 96mm width 3 tracks frame can install moasquito sash, 62 mm 
is 2 tracks ,have no mosquito sash. 
 

 
 
 
 
 

��������  75 mm Sliding series (1.8-2.0mm thickness) 
Section drawing Product 

code 

Product name KG/M 

 

 
 
 
TC75K 

 
 
 
Frame 

 
 
 
0.983 kg/m 

 

 
 
 
TC75S 

 
 
 
Sash 

 
 
 
0.6 kg/m 



 

 
 
 
TC75WK 

 
 
 
Double Frame 

 
 
 
 
1.2 kg/m 

 

 
 
 
TC75GK 

 
 
 
Fixed frame 

 
 
 
0.683 kg/m 

 

 
 
 
TC75DY 

 
 
 
Single galzing 
bead 

 
 
 
0.133 kg/m 

 

 
 
 
TC75ST 

 
 
 
Mullion 

 
 
 
0.767 kg/m 

 

 
 
 
TC75MK 

 
 
 
Door frame 

 
 
 
0.95 kg/m 

 

 
 
 
TC75MST 

 
 
 
Door mullion 

 
 
 
0.833 kg/m 



 

 
 
TC75PT 

 
 
Jointer 

 
 
0.567 kg/m 

 

 
 
TC75FG 

 
 
Wind strip 

 
 
0.15 kg/m 

 

 
 
 
TC75SS 

 
 
 
Mosquito sash 

 
 
 
0.367 kg/m 

 

 
 
TC75MB 

 
 
Door panel 

 
 
4.0 kg/m 
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  80 mm Sliding series (2.0mm thickness) 



 

 
 
 
 
 
 
 
 
 

��������  88 mm Sliding series (2.0mm thickness) 



 

 
 
 
 
 
 
 

��������  PVC fence series  



 
 



 

 
 


